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@ INTERIOR ELEVATION

RESTORATION NOTES:

12'-13" |'-5" 12'-1%%"
Entry/Stair Hall: Lower Hall: /= +/~ /=
Walls: Walls: Ceilin -
BID SET
Wood Wainscot Wood Wainscot Removal: Remove and recycle suspended acoustical ceiling
and Trim: <<OOQ~OUOO_Om3QO3Q_-Qjﬁ_v\mmjamaﬁoﬂmomzm and Trim: Wood to be cleaned and lightly sanded to receive _DO_CQmsmmCMUmjm_iju\m*mBmDQQm<m0®m. Fr - - - . . . S . . . . . . . . . . . . . . . - . . . . . o . . . . . . . . . . S - ————————AH
new paint finish. Repaint wainscot and trim to new paint finish. Note - trim at top of wainscot \
match historic colors provided by project varies - there is a chalk tray below the blackboard, Restoration: Repair plaster ceiling as described in project X LINE OF EXIST'G.
conservator. at top of wainscot. Repaint wainscot and trim to specifications. If calcimine is determined to be a EXIT NONOWM Nmmﬁ%@mU
match historic colors provided by project surface coating on the plaster, install new wire lath -
Plaster: Restore remaining plaster as described in project conservator. No cuts are to be made in wainscot attached firmly to the wood structure and install a HADLEY CROW STUDIO
specifications, or install new 3-coat plaster system for Bm.o:m:_om_ or m_mo:._om_ _sm.ﬂm__m:o:m. All pipes new, w-oowﬁ. plaster system to Bm_ﬁoa mx_.m.::@ Apchitecture and P&a&%@% Avrchitecture
on new wire lath where existing plaster has been and wires to be fed behind wainscot from above or plaster. Paint all plaster to match historic colors P. 0. BOX 1917 ORLEANS MA 02653
removed or damaged irreparably, or where existing below where retrofit of utilities are required. provided by project conservator. mmm mwm 8001 info@HADLEYCROWSTUDIO.COM
calcimine coating is found. '
Plaster Walls: Remove all paper coating from plaster surfaces. Lighting
Utilities: Remove and recycle existing copper gas tubing for Plaster to be carefully cut and removed, with Fixtures: Remove and protect existing lighting fixtures. WEZ }mc
Rinnai Heater. Replace with new concealed piping minimum damage to lath, for all utility feeds. Reinstall following rewiring.
per specifications. Snake wires wherever possible to minimize plaster w_J . w_J . P.O. BOX 58|
removal. Repair plaster as listed in project vt 5t SOUTH WELLFLEET, MA 02663
Windows specifications. Paint all plaster to match historic LOWER HALL
and Doors: Treat as described in Lower Hall notes. colors provided by project conservator. Floors: No work. Prevent damage to floors from other
- operations by installing temporary protection.
Windows: Window frames to be removed and rebuilt where Typical all floors.
required including interior casings. Install lead
Repair, sand and refinish wood ceiling at Lower coated copper flashing below sills, turned up a min.
Level. At Upper level restore remaining plaster as of 3” at corners of frames and reinstall frames. |
described in project mumoq_oﬁ_oam_ or install new wmms to be removed, qmcc_: m:n reinstalled. ._um:: _ 15 Ji _ 15 REV | DATE ISSUED FOR
3-coat plaster system on new wire lath where all window parts to match historic colors provided NUR 03
existing plaster has been removed or damaged by project conservator. Replace damaged Tz Rk
irreparably, or where existing calcimine coating hardware with historically accurate items. N M 7 N w
is found. * * -
Doors: Remove doors and restore as described in project 4 ) 7 Zﬂmm 7 Om
Lighting specifications. Repair door sub-frames and frames 7 m r m/\\D/uﬂ 7 sz
Fixtures: Remove and protect existing lighting fixtures. where needed. Replace all damaged hardware
Reinstall following rewiring. with historically accurate items. At exterior door, .
remove sill and install new lead flashing over DATE: O1/271/2012
framing, bent up 4” minimum at corners, and 25'-g)," . W
reinstall frames /- * SCALE: /2" =1-0
Chimney: Install new breaching for new woodstove selected DNG. NO. \Dn _ ® @ @

by owner, and as needed for the installation of a
new stainless steel flue. Re-plaster the chimney
exterior following sealing of breaching.

@ INTERIOR ELEVATION

SCALE: /2"




