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SECTION 07350

NEW SIDEWALL AND TRIM
PART 1 -  GENERAL

1.1 SUMMARY

A. Provide Cedar Shingles, Window and Door Casings, Cornerboards, Eave and Rake Trim and all other exterior trim for addition portion of the building. Note: window casings and sills are specified in Section 08550, New Wood Windows.
1.2 SUBMITTALS

A. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

B. Submit for approval test reports.

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

B. Qualified Installer:  A firm with a minimum of five years experience of successful completion of type of work required by this Section and that is certified to manufacturers of primary materials.
1.4
RELATED SECTIONS

A.
 Section 06100, Rough Carpentry

B.
Section 07620, Flashing and Sheet Metal

C.
Section 08550, New Wood Windows for window casings and sills in addition portion.
D.
Section 09910, Painting
PART 2 -  PRODUCTS

2.1 MATERIALS

A. White Cedar Shingles – grade B, Clear Grade, resawn and rebutted.
B. Trim materials – Clear red cedar, pre-primed, both sides.
PART 3 -  EXECUTION

3.1 INSTALLATION

A. Shingles: Install shingles in courses of approximately 5 ½” exposure to weather. Lay out shingle courses on each building face prior to installation and adjust coursing to meet window and door trim and roof overhang trim in even coursing. Do not deviate from face to face with any single course more than ½ inch.
1. 
Install corner boards at all corners and all casing and trim materials prior to shingling 
walls.

2.
Install a starter course at the base of each wall, to be completely covered with the 
finished first course of shingles.

3.
Coordinate with, and install metal flashings above windows and door casings, and step 
flashings at intersection of roofs with sidewall.

4. 
Accommodate all ventilation outlets, exterior lighting fixtures specified to be mounted on 
trim blocking, and flues penetrating the building walls. Install flashings at penetrations 
where the items penetrating the walls are not self-flashing.

B. Trim to be installed according to product manufacturer’s instructions, using fasteners and with spacing of fasteners as stipulated by the manufacturer.

1. Follow product manufacturer’s directions regarding splicing shapes and limitations regarding continuous lengths of trim boards.

2. Use only filler materials stipulated for use by the product manufacturer.

C. Patch any damaged areas prior to painting with product manufacturer’s approved filler materials.
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