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SECTION 08 14 00

WOOD DOORS

PART 1 GENERAL

1.1 SUMMARY

A. Provide wood doors.

1.2 SUBMITTALS

A. Product Data: Submit manufacturer's product data and installation instructions for each material and product used.

B. Samples: Submit two representative samples of each material specified indicating visual characteristics and finish. Include range samples if variation of finish is anticipated.

C. Warranty: Submit manufacturer’s standard warranty. Include labor and materials to repair or replace defective materials.

1. Paneled Exterior Doors: 5 years.

2. Solid-Core Interior Doors: Life of installation.

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations. Provide products of acceptable manufacturers which have been in satisfactory use in similar service for three years. Use experienced installers. Deliver, handle, and store materials in accordance with manufacturer's instructions.

B. Quality Standards for Stile and Rail Doors: NWWDA I.S. 6.

C. Quality Standards: NWWDA I.S.1-A, “Architectural Wood Flush Doors.”; AWI's “Architectural Woodwork Quality Standards Illustrated.”
PART 2 PRODUCTS

2.1 MATERIALS

A. Interior Flush Wood Doors:

1. Manufacturers: Algoma Hardwoods; Baillargeon Doors, Inc.; Eggers Industries, Marshfield Door Systems, Inc.; Somerset Door & Column Co.; VT Industries, Inc.; or approved equal.

2. Sustainable Design: Recycled content wood fiber.

3. Sustainable Design: Low-emitting materials, adhesives, no added urea-formaldehyde.

4. Type: Solid core.

5. Thickness: 1-3/8 inches thick.

6. Grade: Custom.

7. Frames: Wood.

8. Face: Birch veneer for paint finish
9. Finish Application: Site finished.

B. Exterior Paneled Wood Doors:

1. Manufacturers: Algoma Hardwoods; Baillargeon Doors, Inc.; Eggers Industries, Hurd Windows & Doors, Inc.; Marshfield Door Systems, Inc.; Somerset Door & Column Co.; VT 

2. Type: Solid core.

3. Thickness: 1-3/4 inches thick.

4. Grade: Custom.

5. Finish Application: Shop primed and site finished.

6. Auxiliary Materials:

a. Glazed panels – sealed double glazing.

b. Weatherstripping – interlocking  type at jambs and head, sweeps at saddles. 

PART 3 EXECUTION

3.1 INSTALLATION

A. Comply with NWMA I.S. 1A and specified quality standard.

B. Prefit doors to frames. Premachine doors for hardware listed on final schedules. Factory bevel doors.

C. Install doors with not more than 1/8 inch clearance at top and sides, 1/4 inch at bottom. Comply with NFPA 80 for rated assemblies.
D. Coordinate new exterior door with specified hardware.
E. Adjust, clean, and protect.
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