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SECTION 10523
FIRE EXTINGUISHERS AND CABINETS
PART 1 -  GENERAL

1.01  RELATED DOCUMENTS

A. 
All of the Contract Documents, including General and Supplementary Conditions and Division 
1 General Requirements, apply to the work of this section.
1.02  DESCRIPTION OF WORK  
A. The work of this section includes, but is not limited to, the following:  

1.
Wall recessed extinguisher cabinets at public areas. 
1.03  RELATED WORK 

A. 
Examine Contract Documents for requirements that affect work of this Section. Other Specification Sections that relate directly to work of this Section include, but are not limited to: 

1. 
Section 09910, Painting; field painting cabinets.

1.04  SUBMITTALS 

A. 
Product Data: Submit cabinet manufacturer's product data, installation instructions and recommendations.

B. 
Verification Samples: Submit representative samples of each material that is to be exposed in the finished work, showing the full range of color and finish variations expected. Provide samples having minimum area of 144 square inches.

1.05  QUALITY ASSURANCE 

A. 
Source: For each type of product required for the work of this section, provide products which are the products of one manufacturer. 

B. 
Provide portable extinguishers which bear the UL listing mark.

1.06  DELIVERY, STORAGE AND HANDLING 

A. 
Deliver products in unopened factory labeled packages. Store and handle in strict compliance with manufacturers' instructions and recommendations. Protect from damage. 

B. 
Sequence deliveries to avoid delays, but minimize on-site storage.

PART 2 – PRODUCTS
2.01  MATERIALS OR PRODUCTS 

A. 
Extinguishers: Multi-Purpose Dry Chemical Type: UL-rated 3A:40-B:C, 5 lb. nominal capacity, in enameled steel container, for Class A, Class B, and Class C fires.

B. Cabinets: Provide recessed units of proper size to accommodate extinguisher. Provide baked enameled steel door with vertical plate glass strip (vertical duo-panel) and include manufacturer's standard piano hinge, door pull and friction catches or latches. Provide units by manufacturer of extinguisher or approved equal by Larsen or Muckel.

C. Signs: Where indicated or required by authorities having jurisdiction, provide reverse cut vinyl die-cut letters for installation on inside surface of glass. Spell out "Fire Extinguisher".

D. Brackets: Wherever extinguishers are shown or required without a cabinet, provide manufacturer's standard wall bracket that permits easy removal, but not accidental dislodgment.

2.02  FABRICATION
A. 
Fabricate cabinets to be truly straight, plumb, level and square.

B. 
Provide cabinets to sizes, shapes, and profiles indicated on approved shop drawings. 

C.
Fabricate cabinets with uniform, tight joints and smoothly finished edges.

2.03  FINISHES
A. 
Factory Baked Enamel: For all exposed surfaces visible when cabinet door is closed, provide manufacturer's standard baked-on primer suitable for field finishing. For all cabinet surfaces concealed when door is closed, provide minimum 1.0 mil dry film thickness of thermosettingacrylic enamel over substrate which has been prepared by inhibited chemical cleaning, conversion coating, and priming. Provide AA C12 C42 R1X. 

B. 
Hardware: Provide chrome plated exposed door pull or fully concealed pull.

PART 3 -EXECUTION 

3.01 INSPECTION

A. 
The Installer shall examine substrates, supports, and conditions under which this work is to be performed and notify Contractor, in writing, of conditions detrimental to the proper completion of the work. Do not proceed with work until unsatisfactory conditions are corrected. Beginning work means Installer accepts substrates and conditions.

3.02 INSTALLATION 

A. 
Strictly comply with manufacturer's instructions and recommendations, except where more restrictive requirements are specified in this section.

B. 
Repair minor damage to eliminate all evidence of repair. Remove and replace work which cannot be satisfactorily repaired.
C. 
Clean exposed surfaces using materials and methods recommended by manufacturer of product being cleaned. Remove and replace work that cannot be successfully cleaned. 

D. 
Provide temporary protection to ensure work being without damage or deterioration at time of final acceptance. Remove protections and reclean as necessary immediately before final acceptance. 
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