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SECTION 07620
SHEET METAL FLASHING 

PART 1 GENERAL

1.1 SUMMARY

A. New lead-coated copper flashing at intersection of north wall of historic portion of building and new roof on addition.
B.
New aluminum flashing above window head casings at new addition.

C.
New lead-coated copper flashing at ledger of entry deck to addition.

D.
New lead or lead-coated copper flashing below existing window and exterior door sills at historic 
portion 
of the building and below new exterior door in addition.
E.
New aluminum drip edge at gables and overhangs of roof on new addition.

F.
New copper flashing at rebuilt chimney.

1.2
RELATED WORK IN OTHER SECTIONS


A.  
Asphalt Shingle Roofs, Section 07320 for roof shingles on addition.


B.  
Wood Shingle Roofing Replacement, Section 07310 for flashings at wood shingle roofs.


C. 
Unit Masonry, Section 04200 for flashing in brickwork.

D.
Restoration of Existing Sidewall and Trim, Section 07360 for flashing below existing window sills   

1.3
SUBMITTALS

A
Product Data: Submit manufacturer's product data for each material and product used.

B. Shop Drawings: Submit shop drawings for sill flashing at all applications, indicating material characteristics, details of construction, connections, and relationship with adjacent construction.

C. Samples: Submit two representative samples of each material specified indicating visual characteristics and finish. Include range samples if variation of finish is anticipated.

1.4 
QUALITY ASSURANCE

A.
Comply with governing codes and regulations. Provide products of acceptable manufacturers 
which have been in satisfactory use in similar service for three years. Use experienced installers. 
Deliver, handle, and store materials in accordance with manufacturer's instructions.
B.
Installations of copper flashing shall be in accord with standards in “Copper and Common Sense” 
published by Revere Copper Products Inc. 

PART 2 PRODUCTS

2.1 MATERIALS

A. Flashing and Sheet Metal:

1. Manufacturers:  Beach Sheet Metal Co., Inc.; Berger Building Products, Inc.; Englert, Inc.; Fiberweb Clark/Hammerbeam Corp.; Hohmann & Barnard, Inc.; National Sheet Metal Systems, Inc.; Nervastral Inc.; Petersen Aluminum Corp.; Quickflash Weatherproofing Products, Inc.; Sandell Construction Solutions; SBC Industries Flashings; or approved equal.
2. Metal: Stainless steel.

a. Standard: AISI Type 302/304, ASTM A 666, 2D annealed finish, 28 gauge (.0156 inch).

3. Metal: Copper.

a. Standard: ASTM B 370, 16 ounces per square foot.

4. Metal: Lead-coated copper.

a. Standard: ASTM B 370, copper, 16 ounces per square foot, and 0.06 pounds per square foot lead coating both sides.

5. Metal: Sheet aluminum.

a. Standard: ASTM B 209, alloy 3003, prefinished 2-coat 70 percent fluoropolymer, 20 gauge (.0359 inch).

B. Auxiliary Materials:

1. Solder compatible with metal.

2. Bituminous isolation coating.

3. Mastic and elastomeric sealants.

4. Epoxy seam sealer.

5. Asphaltic roofing cement.

PART 3 EXECUTION

3.1 INSTALLATION

A. Follow recommendations of SMACNA Sheet Metal Manual. Allow for expansion. Isolate dissimilar materials.

B. Install materials and systems in accordance with manufacturer's instructions and approved submittals. Install materials and systems in proper relation with adjacent construction and with uniform appearance. Coordinate with work of other sections.

C. Restore damaged components and finishes. Clean and protect work from damage.
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