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SECTION 08310

ACCESS DOORS AND PANELS

PART 1 -  GENERAL

1.1 SUMMARY

A. Provide access doors for attic.

1.2 SUBMITTALS

A. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

B. Manufacturers Data:  Submit materials indicating material characteristics, details of construction, connections, and relationship with adjacent construction.

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Use experienced installers.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

PART 2 -  PRODUCTS

2.1 MATERIALS

A. Retractable Attic Stairs:

1. Manufacturers: Brockway-Smith Co. (BROSCO), Precision Ladders LLC, or approved equal.

2. Type:  Provide unit with 61 to 63 degree angle frame.

3. Door Panel:  1/2 in. thick min. plywood door panel, with full width, continuous piano hinge, and overlap of stairway frame.

4. Capacity:  350 lbs. min.

5. Stringers and Treads:  Solid wood; dimensions as follows:

a. Treads:  Full width by 5 in. deep min.

b. Riser Height:  9-1/2 in. max.

6. Hardware: Manufacturer’s standard.

PART 3 -  EXECUTION

3.1 INSTALLATION

A. Install materials and systems in accordance with manufacturer's instructions and approved submittals.  Install materials and systems in proper relation with adjacent construction and with uniform appearance.  Coordinate with work of other sections.  Install assemblies complete with all hardware, anchors, inserts, supports and accessories.  Test and adjust operation.

1. Attic Access Door and Stairs: Coordinate framed opening in second floor ceiling with attic door size.

B. Restore damaged finishes and test for proper operation.  Clean and protect work from damage.
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