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SECTION 06400

NEW ARCHITECTURAL WOODWORK

PART 1 -  GENERAL

1.1 SUMMARY

A. Provide exterior architectural woodwork:

1. Standing and running trim and rails.

2. Decks.

3. Stairwork, ramps and rails.

4. Door frames.

B. Provide interior architectural woodwork:

1. Standing and running trim and rails.

2. Ramps and rails.

3. Door frames and jambs.

4. Shelving and closet specialties.

1.2 SUBMITTALS

A. See Section 01000, General Requirements for information regarding submittals. 
B. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

C. Shop Drawings:  Submit shop drawings indicating material characteristics, details of construction, connections, and relationship with adjacent construction.

D. Samples:  Submit two representative samples of each material specified indicating visual characteristics and finish.  Include range samples if variation of finish is anticipated.

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Use experienced installers.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

B. Standards:  Architectural Woodwork Institute (AWI) "Architectural Woodwork Quality Standards."

C. Preservative Treatment:  Nonpressure method, exterior type, AWPA N1

D. Fire-Retardant Treatment:

1. Lumber:  AWPA C20, non-corrosive type.

2. Plywood:  AWPA C27, non-corrosive type.

3. Particleboard:  ASTM E 84, flame spread 20 or less.

E. Wood Products:  Comply with the following:

1. Hardboard:  AHA A135.4.

2. Medium-Density Fiberboard:  ANSI A208.2, Grade MD-Exterior Glue.

3. Particleboard:  ANSI A208.1, Grade    M-2-Exterior Glue.

4. Softwood Plywood:  DOC PS 1, Medium Density Overlay.

5. Hardwood Plywood and Face Veneers:  HPVA HP-1.

PART 2 -  PRODUCTS

2.1 EXTERIOR MATERIALS

A. Exterior Standing and Running Trim and Rails, including Door Frames and Railings:

1. Material – Clear western red cedar, pre-primed, both sides.
2. Shapes, as shown on the drawings, or as submitted in samples and approved by the Architect.

B. Exterior Decks and Stairs:

1. Wood decking: Port Orford white cedar, 5/4” thick x 3 ½” wide. 
2. Rails: Rot resistant wood species from sustainable sources: mahogany, ipe or Spanish cedar. Provide certification for origin of wood.
3. Stiles: Clear, vertical grain Port Orford white cedar.

4. Framing – pressure treated lumber.

C. Exterior Trim:

1. Clear western red cedar, pre-primed, both sides.
2. Shapes and sizes to match drawings.
3. Accessories:  Insect screens at interior.

D. Exterior Fasteners:

1. Nails:  Stainless steel siding nails.

2. Screws and Anchors:  Noncorrosive, type required for secure anchorage. Coordinate with requirements of suppliers of pressure treated lumber for fastener types and metals. Secure decking with stainless steel screws.
2.2 INTERIOR MATERIALS

A. Interior Standing and Running Trim and Rails, including Frames and Jambs:

1. Species for Transparent Finish:  Rift sawn red oak.

2. Species for Opaque Finish:  Poplar or any closed-grain hardwood.

3. Grade:  Custom.

B. Interior Stairwork and Rails:

1. Species for Transparent Finish:  Rift sawn red oak.

2. Species for Opaque Finish:  Poplar or any closed-grain hardwood.

3. Grade:  Custom.

C. Interior Fasteners and Auxiliary Materials:

1. Screws:  FS FF-S-111.

2. Nails:  FS FF-N-105.

3. Anchors:  Type required for secure anchorage.

PART 3 -  EXECUTION

3.1 INSTALLATION

A. Provide work to sizes, shapes, and profiles indicated.  Install work to comply with quality standards referenced.  Back prime work and install plumb, level and straight with tight joints; scribe work to fit.

B. Quality Standard:  Install woodwork to comply with AWI Section 1700 for the same grade specified for type of woodwork involved.

C. Install materials and systems in accordance with manufacturer's instructions and approved submittals.  Install materials and systems in proper relation with adjacent construction.  Use non-corrosive fasteners for exterior work.  Coordinate with work of other sections.

D. Comply with manufacturer's requirements for cutting, handling, fastening and working treated materials.

E. Repair minor damage, clean and protect.
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