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SECTION 09260

GYPSUM BOARD ASSEMBLIES

PART 1 -  GENERAL

1.1 SUMMARY

A. Provide gypsum board assemblies in addition portion of the building:

1. Interior walls, partitions, and ceilings with tape and joint compound finish.

2. Cementitious backer units for application of tile.

1.2 SUBMITTALS

A. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Use experienced installers.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

B. Tolerances:  Not more than 1/16-inch difference in true plane at joints between adjacent boards before finishing.  After finishing, joints shall be not be visible.  Not more than 1/8 inch in 10 feet deviation from true plane, plumb, level and proper relation to adjacent surfaces in finished work.

C. Fire Resistance for Fire-Rated Assemblies:  ASTM E 119.

D. Performance:  Fire, structural, and seismic performance meeting requirements of building code and local authorities.

PART 2 -  PRODUCTS

2.1 MATERIALS

A. Manufacturers of Gypsum Board: Georgia-Pacific Corp., LaFarge North America, National Gypsum Co., United States Gypsum Co., or approved equal.

B. Gypsum Board:

1. Gypsum Wallboard for Tape and Joint Compound Finish:  ASTM C 1396, regular, moisture- and mold-resistant, foil-backed, and fire-rated types as required.

2. Joint Treatment:  ASTM C 475 and ASTM C 840, 3-coat system, paper or fiberglass tape.

C. Cementitious Backer Units:

1. Type:  ANSI A118.9, cement-coated Portland cement panels.

2. Thickness:  1/2 inch nominal.

D. Trim Accessories:

1. Material:  Metal or plastic trim.

2. Types:  Cornerbead and edge trim.

E. Auxiliary Materials:

1. Gypsum board screws, ASTM C 1002.

2. Fastening adhesive, low VOC type.

3. Concealed acoustical sealant, low VOC type.

4. Mineral fiber sound attenuation blankets.

PART 3 -  EXECUTION

3.1 INSTALLATION

A. Wood Framing: Install wood framing in compliance with Section 06100, Rough Carpentry.  Install with tolerances necessary to produce substrate for gypsum board assemblies with tolerances specified.  Include blocking for items such as railings, grab bars, casework, toilet accessories and similar items.

B. Install gypsum board for tape and 3-coat joint compound finish in compliance with ASTM C 840 and GA 216, Recommended Specifications for the Application and Finishing of Gypsum Board.  Install gypsum board assemblies true, plumb, level and in proper relation to adjacent surfaces.

C. Provide fire-rated systems where indicated and where required by authorities having jurisdiction.

D. Install boards vertically.  Do not allow butt-to-butt joints and joints that do not fall over framing members.

E. Provide insulation full height and thickness in partitions at bathrooms and where required.

F. Provide acoustical sealant at both faces at top and bottom runner tracks, wall perimeters, openings, expansion and control joints.

G. Install trim in strict compliance with manufacturer's instructions and recommendations.

H. Apply primer over gypsum wall board surfaces per Section 09910, Painting.

I. Repair surface defects.  Leave ready for finish painting or wall treatment.
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