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SECTION 07320

ASPHALT SHINGLE ROOFS
PART 1 -  GENERAL

1.1 SUMMARY

A. Provide asphalt shingles for roofing applications.

1.2 Related Work in other sections

A. Wood Shingle Roofing, Section 07310, for roofing and flashing at historic portion of the building.

B. Sheet  Metal Flashing, Section 07620, for flashing at roof of addition and window flashing.
1.3 SUBMITTALS

A. See Section 01000, General Requirements for information regarding submittals.

B. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

C. Samples:  Submit two representative samples of each material specified indicating visual characteristics and finish.  Include range samples if variation of finish is anticipated.

D. Warranty:  Submit manufacturer’s standard warranty.  Include labor and materials to repair or replace defective materials.

1. Warranty Period:  30 years.

1.4 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Use experienced installers.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

B. Brochures. Provide manufacturer’s literature indicating all colors and stating guarantee period for materials.
PART 2 -  PRODUCTS

2.1 MATERIALS

A. Asphalt Roof Shingles: Provide asphalt shingles as part of materials with minimum 30 year manufacturer’s warrantee. Color and type will be selected by the Architect prior to installation.
B. Alternate Asphalt Roof Shingles:

1. Manufacturers: Atlas Roofing Corporation, Celotex Roofing Products, CertainTeed Roofing Products, GAF Materials Corp., Georgia Pacific Corp., IKO Industries, Owens-Corning Fiberglass, or approved equal.

2. Type:  Heavyweight, laminated, premium architectural, strip shingles, algae resistant.

3. Warranty Period: as specified above.

4. Accessories:

a. Ridge shingles.
C. Roof Shingle Accessories:

1. Underlayment:  Self-adhering ice and water shield sheet underlayment, ASTM D 1970.

PART 3 -  EXECUTION

3.1 INSTALLATION

A. Comply with recommendations of NRCA Steep Roofing Manual.

B. Coordinate with flashing work at gables, eaves and roof and wall intersection.

C. Install materials and systems in accordance with manufacturer's instructions and approved submittals.  Install materials and systems in proper relation with adjacent construction and with uniform appearance.  Coordinate with work of other sections.

D. Install continuous underlayment, to cover entire roof substrate.

E. Restore damaged components.  Clean and protect work from damage.
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