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SECTION 07111

DAMPPROOFING 
PART 1 -  GENERAL

1.1 SUMMARY

A. Provide bituminous dampproofing on all new foundation walls.

B. Provide acrylic paint dampproofing on footings prior to pouring foundation walls 

1.2 SUBMITTALS

A. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Use experienced installers.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

1.4 Related work in other sections

A. Vapor barriers below slabs: Section 03300 – Concrete.
PART 2 -  PRODUCTS

2.1 MATERIALS

A. Cold-Applied Cut-Back Asphalt Dampproofing at Foundation Walls:

1. Materials and Application:  Trowel coats, ASTM D 4586, Type I.

2. Materials and Application:  Brush and Spray Coats:  ASTM D 4479, Type I. 

3. Protection Course:  Compatible with dampproofing.

B. Dampproofing on footings: Acrylic paint, mat finish.
PART 3 -  EXECUTION

3.1 INSTALLATION – asphalt dampproofing
A. Begin work only after substrate construction and penetrating work is complete.

B. Examine substrate; report unsatisfactory conditions in writing.  Beginning work means acceptance of substrate.

C. Comply with manufacturer's instructions and recommendations including restrictions on existing and forecasted weather conditions.  Trowel dampproofing at least 60 mils thick over surfaces to be dampproofed.  Install cant strips, asphalt felt reinforcing strips and other accessories as recommended by dampproofing manufacturer.

D. Clean and prepare substrate; prime if recommended by dampproofing manufacturer.  Protect adjacent work and surfaces from spillage, migration, and damage.

E. Provide protection board on all foundation walls and other surfaces subject to backfilling.

F. If at any time during construction, water infiltration occurs, then repair dampproofing from the exterior of the foundation wall.
3.2 Installation – dampproofing on footings

A. Following initial cure of footings, and prior to installation of poured concrete walls, apply a complete coating of acrylic paint with a roller to the top surface of the footing at the location of the wall.

B. Do not pour walls until paint has completely dried. 
END OF SECTION


DAMPPROOFING 

07111-1

