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SECTION 09300

TILE

PART 1 -  GENERAL

1.1 SUMMARY

A. Interior Tile:

1. Floor tile over tile backer board and wood framing.

2. Ceramic tile accessories: bull-nosed tile base, all other shapes required for a complete installation.
1.2 SUBMITTALS

A. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

B. Samples:  Submit two representative samples of each material specified indicating visual characteristics and finish.  Include range samples if variation of finish is anticipated.

1. Include manufacturer’s full range of color and finish options if additional selection is required.

1.3 Tile selection process

A. The Contractor shall provide tile samples for Owner review and selection or color and texture.
1.4 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Use experienced installers.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

B. Tile:  ANSI A 137.1.

C. Tile Setting Materials:  ANSI A 118 series standard specifications.

D. Tile Installation:  ANSI 108 series standard specifications and Tile Council of America, Handbook for Ceramic Tile Installation.

E. Mock-Ups:  Provide mock-up as required to demonstrate quality of workmanship.

PART 2 -  PRODUCTS

2.1 MATERIALS

A. Manufacturers of Tile: American Olean, Dal-Tile, Summitville Tiles, United States Ceramic Tile Co. or approved equal.
B. Tile membrane over cement board: Durock tile membrane by US Gypsum or approved equal.

C. Manufacturers of Setting Materials: American Olean, Construction Products, Custom Building Products, Laticrete, Mapei Corp, or approved equal.

D. Floor Tile:

1. Thickness:  1/4 inch nominal.

2. Size:  8 by 8 inches.

3. Type:  Porcelain or natural clay factory-mounted flat tile.

4. Face:  Plain face with cushion edges.

E. Tile Accessories:

1. Matching trim units.

2. Marble thresholds.

F. Setting Materials:

1. Latex-Portland cement mortar.

G. Grout:

1. Latex-Portland cement grout.

PART 3 -  EXECUTION

3.1 INSTALLATION

A. Comply with Tile Council of America and ANSI Standard Specifications for Installation for substrate and installation required.  Comply with manufacturer's instructions and recommendations.

B. Install waterproof membrane in accordance with manufacturer’s instructions and recommendations.

C. Lay tile in grid pattern with alignment grids.  Layout tile to provide uniform joint widths and to minimize cutting; do not use less than 1/2 tile units.

D. Provide sealant joints where recommended by TCA and approved by Architect.

E. Grout and cure, clean and protect.

3.2 SCHEDULE

A. Tile Schedule:

1. Toilet Room Floors - TCA Method F144:  Floor tile over cement backer board and waterproofing membrane, with thin-set latex-Portland cement mortar and latex-Portland cement grout.
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