	POND HILL SCHOOL REHABILITATION

South Wellfleet, MA
	Hadley Crow Studio

January 27, 2012





SECTION 08550

NEW WOOD WINDOWS

PART 1 -  GENERAL

1.1 SUMMARY

A. Provide wood windows in new addition portion.

B. Provide ¾” thick A-C plywood panels for covering each window.

1.2 SUBMITTALS

A. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

B. Warranty:  Submit manufacturer’s standard warranty.  Include labor and materials to repair or replace defective materials.

1. Warranty Period:  5 years.

C. Maintenance Data:  Submit manufacturer’s maintenance data, including maintenance schedule.

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Use experienced installers.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

B. Performance Requirements:  

1. New windows to comply with the requirements of the IECC, 2009 version. 

2. Comply with AAMA/NWWDA 101/I.S.2 for performance class and grade of window required.

3. Impact Resistance: Provide tempered glazing systems where required by location of windows with respect to the floor, as required by Massachusetts State Code.
PART 2 -  PRODUCTS

2.1 MATERIALS

A. Manufacturers: Andersen Windows, Marvin Windows & Doors, Weather Shield, or approved equal.

B. Wood Windows:

1. Basis of Design: Andersen; 400 Series.

a. Double Hung Types:  Tilt wash feature.

2. Cladding:  ASTM D 4216 Vinyl (PVC) cladding over wood window exteriors.

3. Wood Window Members:  Kiln-dried clear ponderosa pine or suitable fine-grain lumber.

4. Anchors, Clips, and Window Accessories: Stainless steel.

5. Window Operation:  As indicated on Drawings.

6. Glass and Glazing, 11/16 inch thick (min) insulating unit, clear glass, with low E coating on the No. 2 surface, argon gas filled air space, laminated inboard lite, tempered as required by Code.

7. Glazing Pattern:  Simulated divided lites, permanent at interior and exterior. Separator bar.
8. Exterior Wood Finish:  Factory finished, white color.

9. Interior Wood Finish:  White primed paint finish for site finish.

C. Auxiliary Materials:

1. Operating hardware, equal to Andersen Metro Collection, solid metal, white color.

a. Impact resistant hardware, support and windload brackets.

2. Insect screening, fiberglass type.

3. Weatherstripping, manufacturer’s standard for operation type.

4. Clear western red cedar casings and sills. Sills to be pre-primed pine sill nose, Historic Style by Huttig or equal. Jamb casings to be ¾” x 3 ½”.
5. Plywood window coverings – Exterior grade A-C grade plywood. 

PART 3 -  EXECUTION

3.1 INSTALLATION

A. Install materials and systems in accordance with manufacturer's instructions and approved submittals.  Install materials and systems in proper relation with adjacent construction and with uniform appearance.  Coordinate with work of other sections.

B. Install building wrap folded into window openings, and ice and water shield strips at head, jambs and sill in accordance with window manufacturer’s instructions. 

C. Restore damaged finishes and test for proper operation.  Clean and protect work from damage.

D. Cut plywood panels to size for each window and number each according to a system locating each window as to exposure (NSEW) and story. Plywood panels are to be turned over to the Owner for storage in anticipation of possible use.
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