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SECTION 07840

FIRESTOPPING

PART 1 -  GENERAL

1.1 SUMMARY

A. Provide firestopping at locations required by code in the addition portion only.

1.2 SUBMITTALS

A. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

B. Submit for approval test reports.

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Use experienced installers.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

B. Fire Performance:  UL 2079, ASTM E 814, and local regulations.

PART 2 -  PRODUCTS

2.1 MATERIALS

A. Manufacturers:  Grace, W. R. & Co.. Hilti, Inc., Nelson Firestop Products, 3M; Fire Protection Products Div., Tremco; Sealant/Weatherproofing Division, or approved equal.

B. Through-Penetration Firestop Systems:  Subject to compliance with requirements, provide systems designed for use required, of one or more of the following types:

1. Endothermic, latex sealant and compounds.

2. Intumescent latex sealant, putty and wrap strips.

3. Job-mixed vinyl compound.

4. Mortar.

5. Pillows/bags.

6. Silicone foams and sealants.

C. Fire-Resistive Elastomeric Joint Sealants:

1. Single-component, neutral-curing, silicone sealant.

2. Multi-component, nonsag, urethane sealant.

3. Single-component, nonsag, urethane sealant.

D. Perimeter Fire-Resistive Joint Systems: Provide Thermafiber LLC, or approved equal.

1. Insulation.

2. Sealer.

PART 3 -  EXECUTION

3.1 INSTALLATION

A. Review extent of work with authorities having jurisdiction and obtain approval of installation thicknesses and methods.

B. Sequence work to avoid need for removal of firestopping by work of other trades.

C. Comply with manufacturers' instructions and recommendations.  Securely anchor insulation with safing clips.  Install firestops without gaps or voids.

D. Protect, inspect and repair work until final acceptance.
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