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SECTION 09910
PAINTING

PART 1 GENERAL

1.1 SUMMARY

A. Provide surface preparation and painting for historic exterior and interior materials.

B. Provide surface preparation and painting for newly installed exterior and interior materials.

C. Match colors of historic paint from chips and/or color charts provided by the Architect.
1.2 SUBMITTALS

A. Product Data: Submit manufacturer's product data and installation instructions for each material and product used.

B. Samples: Submit two representative samples of each material specified indicating visual characteristics and finish. Include range samples if variation of finish is anticipated.

1. Include manufacturer’s full range of color and finish options if additional selection is required.

C. Extra Stock: Supply 2 unopened gallons of each paint and color used in the project.

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations. Provide products of acceptable manufacturers which have been in satisfactory use in similar service for three years. Use experienced installers. Deliver, handle, and store materials in accordance with manufacturer's instructions.

1. Comply with Massachusetts and federal regulations regarding lead abatement.
B. Regulations: Compliance with VOC and environmental regulations.

C. Mock-Ups: Provide mock-up and/or test panels as required to demonstrate quality of workmanship.
D. Preservation Briefs:

1. Preservation Brief No. 10, by Kay D. Weeks and David W. Look, AIA, entitled Exterior Paint Problems on Historic Woodwork and published by the US National Park Service is herby incorporated into these documents.

2. Preservation Brief No. 28, by Sarah B. Chase, entitled Painting Historic Interiors and published by the US National Park Service is herby incorporated into these documents. 

PART 2 PRODUCTS

2.1 MATERIALS

A. Painting:

1. Manufacturers of Regular Paints: Benjamin Moore; PPG Architectural Finishes, Inc. - Pittsburgh Paints; Pratt & Lambert Paints; Sherwin-Williams; or approved equal.

2. Interior new, unfinished drywall surfaces in addition – Acrylic Low VOC type paint.
3. Interior trim in addition – Acrylic Low VOC type paint. 

4. Exterior new unfinished trim surfaces – primer Moore Fresh Start all purpose 100% acrylic primer or equal – both sides of all trim. (Alternate – pre-primed wood.) Finish coats Moore Aura or equal.
5. New exterior white cedar shingles on addition – unfinished; to be painted by Owner.

6. Repainting of existing interior surfaces – Paint type as specified in Conservator’s report on existing paint.
7. Repainting of existing exterior surfaces – Paint type as specified in Conservator’s report on existing paint. 
PART 3 EXECUTION

3.1 INSTALLATION

A. Inspect surfaces, report unsatisfactory conditions in writing; beginning work means acceptance of substrate.

B. Comply with manufacturer's instructions and recommendations for preparation, priming and coating work. Coordinate with work of other sections.

C. At existing areas to be repainted, remove blistered or peeling paint to sound substrates. Remove chalk deposits and mildew and wash all surfaces with mild detergent. Perform related minor preparation including caulk and glazing compounds. Spot prime bare areas before priming and painting as specified.

D. Match approved mock-ups for color, texture, and pattern. Re-coat or remove and replace work which does not match or shows loss of adhesion. Clean up, touch up and protect work.

3.2 PAINT SCHEDULE

A. New Gypsum Drywall Walls:

1. Finish:
a. Flat.

2. System:

a. 1 coat latex primer.

b. 2 coats latex finish.

B. New Gypsum Drywall Walls and Ceilings in Bathrooms, Kitchens and Wet Areas:

1. Finish:
a. Flat.
2. System:

a. 1 coat latex primer.

b. 2 coats latex finish.

C. All Other New Gypsum Drywall Ceilings:

1. Finish:

a. Flat.

2. System:

a. 1 coat latex primer.

b. 1 coat latex finish.
D. Existing Plaster:

1. Finish and systems as described in Conservator’s report.

E. Existing Interior Wood for Painted Finish:

1. Finish and systems as described in Conservator’s report.

F. New Exterior Wood for Painted Finish:

1. Finish:

a. Semi-Gloss
2. System:

a. 1 coat exterior primer – both sides of wood.
b. 2 coats latex enamel.

G. Existing Exterior Wood for Painted Finish

1. Finish and systems as described in Conservator’s report.
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