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SECTION 07900

JOINT SEALERS

PART 1 -  GENERAL

1.1 SUMMARY

A. Provide joint sealers at interior and exterior vertical and horizontal joints.

1.2 SUBMITTALS

A. Product Data:  Submit manufacturer's product data and installation instructions for each material and product used. 

B. Samples:  Submit two representative samples of each material specified indicating visual characteristics and finish.  Include range samples if variation of finish is anticipated.

1. Include manufacturer’s full range of color and finish options if additional selection is required.

1.3 QUALITY ASSURANCE

A. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Use experienced installers.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

PART 2 -  PRODUCTS

2.1 MATERIALS

A. Urethane Elastomeric Joint Sealants:

1. Manufacturers: Pecora Corp., Sika Corp., Sonneborn, Division of ChemRex Inc, Tremco, or approved equal.

2. Type and Application:  Multi-part nonsag urethane sealant, ASTM C 920:

a. Application:  For joints in vertical and horizontal surfaces.

b. Exterior use.

B. Silicone Elastomeric Joint Sealants:

1. Manufacturers: Dow Corning, GE Silicones, Tremco, or approved equal.

2. Type and Application:  One-part nonacid-curing silicone sealant, ASTM C 920, modulus as required for application:

a. Application:  For joints in vertical and horizontal surfaces.

b. Exterior use.

3. Type and Application:  One-part mildew-resistant silicone sealant, ASTM C 920, low VOC type:

a. Application: Sanitary joints at kitchens and bathrooms.

b. Interior use.

C. Latex Joint Sealants:

1. Manufacturers:  Pecora Corporation, Polymeric Systems, Inc., Sonneborn Building Products, Tremco, or approved equal.

2. Type:  Acrylic-emulsion, ASTM C 834, low VOC type.

a. Application:  Interior joints in vertical and overhead surfaces with limited movement.

D. Specialty Sealants:

1. Type and Application:  Butyl-polyisobutylene sealant and tape sealant for concealed joints.

E. Auxiliary Materials:

1. Plastic foam joint fillers.

2. Elastomeric tubing backer rods.

3. Bond breaker tape.

PART 3 -  EXECUTION

3.1 INSTALLATION

A. Examine substrate; report unsatisfactory conditions in writing.  Beginning work means acceptance of substrates.

B. Provide sealants in colors as selected from manufacturer's standards.

C. Install materials and systems in accordance with manufacturer's instructions and approved submittals.  Install materials and systems in proper relation with adjacent construction and with uniform appearance.  Coordinate with work of other sections.  Clean and prime joints, and install bond breakers, backer rods and sealant as recommended by manufacturers.

D. Depth shall equal width up to 1/2 inch wide; depth shall equal 1/2 width for joints over 1/2 inch wide.

E. Cure and protect sealants as directed by manufacturers.  Replace or restore damaged sealants.  Clean adjacent surfaces to remove spillage.
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