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SECTION 07360


RESTORATION OF EXISTING SIDEWALL AND TRIM
PART 1 -  GENERAL

1.1 SUMMARY

A. Restore Clapboards, Window and Door Casings, Corner Pilasters, Eave and Rake Trim and all other exterior trim for original portion of the building. 
1.2 SUBMITTALS

A. Product Data:  Submit manufacturer's product data for each material and product used. 

B. Submit for approval - test reports where requested by Architect.

1.3 QUALITY ASSURANCE

A. Preservation Brief No. 10, Exterior Paint Problems on Historic Woodwork, published by the US National Park Service is hereby incorporated into these specifications.

B. Comply with governing codes and regulations.  Provide products of acceptable manufacturers, which have been in satisfactory use in similar service for three years.  Deliver, handle, and store materials in accordance with manufacturer's instructions.

C. Qualified Installer:  A firm with experience in similar work on a minimum of three projects with structures of a similar age, scope and complexity to the project described in the Construction Documents is required to perform work of this Section.
1.
To fulfill this requirement, installers may provide evidence that they have worked on at least 3 properties listed on the State or National Register of Historic Places within the past 5 years.  

1.4
RELATED SECTIONS

A.
 Section 06100, Rough Carpentry

B.
Section 07620, Flashing and Sheet Metal

C.
Section 08555, Wood Window Sash Restoration.

D.
Section 09910, Painting
PART 2 -  PRODUCTS

2.1 MATERIALS

A. Wood Clapboards for Replacement and/or Dutchman repairs – match species of original. If eastern white pine, use only aged pine from reclaimed sources. For replacement pieces or entire boards, mill to match original shape.
B. Trim materials:  match species of original as in Par. A above.
C. Wood Consolidant materials: Low viscosity epoxy consolidant, two-part epoxy consolidant; provide one of the following:

1.
Gougeon Brothers, Inc. West System Brand Epoxy Products, Bay City, MI

2.
Astro Chemical, Ballston Lake, NY 518 399-5338

3.
WoodEpox by Albatron

4.
Clear Penetrating Epoxy Sealer™ (CPES™) by Smith and Co.

D. Fasteners: Stainless steel screws and nails. The use of staples is prohibited.
PART 3 -  EXECUTION

3.1 INSTALLATION

A. Clapboard Repair/ Replacement:

1. 
Remove siding boards only where they show signs of total loss of integrity – full length cracks, softness or warpage. Examine area behind removed siding and verify soundness of the substrate. If further deterioration is found extending beyond the removed boards, remove additional course until a firm, dry and sound substrate is exposed. Notify Architect of significant problems with the substrate condition. Minor repairs to substrate to be made with Dutchman repair as described below. 
2.
Replace areas of siding removed in 1. above with removed and repaired, 
restored siding as described below, plus replacement siding where needed.


a.  Allow removed siding to thoroughly dry. Sand or otherwise remove loose or 


     incompletely bonded paint as stipulated in Preservation Brief No.10. Re-prime both 
          
     sides of siding boards with prime paint as specified in Section 09910 – Painting prior 
   
     to reinstalling.   
3. 
Dutchman repair: carefully cut and remove sections of original siding where knotholes, gouges, significant cracks or other defects are found. Carefully cut and fit replacement sections in place and secure with epoxy consolidant, taking care to leave area behind replacement free to drain.
B. Trim Repair/ Replacement.
1. Remove sections of trim where knotholes, gouges, significant cracks or other defects are found. Cuts to be made to allow for a scarf joint on the upper side at the replacement .
2. Notify Architect prior to removing whole sections of trim, indicating the condition of existing trim requiring replacement.
C. Window casing and sill repair:

1.
Remove casings and sills, taking care not to damage wood.
2.
Remove window jambs and head pieces and examine substrates. Repair substrates with 
new wood sized to fit in areas of removal

3. 
Install new flashing below window sills.

4.
Reinstall jambs, heads and casings after cleaning and removing paint as described in 


Preservation Brief No. 10.
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