STEP BOTTOM OF FOOTINGS AS REQUIRED TO
ACHIEVE FULL BASEMENT AT ADDITION. MIMUMUM

FOOTING DEPTH IS TO BE 4'-0" BELOW EXTERIOR
GRADE. FOOTINGS ARE TO BE STEPPED AT A 2:1,

HORIZONTAL TO VERTICAL RATIO WITH A MAXIMUM
STEP OF 2'-0" AT ANY ONE LOCATION.

18"x18"x12” THICK R/C FOOTING.
REINFORCE WITH (3) #5 BARS IN

EACH DIRECTION — TYPICAL (5)
LOCATIONS
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\\ (E) MASONRY CHIMNEY

(E) MASONRY PIER —
TYP 8 LOCATIONS

NEW 5" SLAB ON GRADE.

REINFORCE SLAB WITH
Bx6—-W2.0xW2.0 W.W.F.

FOUNDATION PLAN

SCALE:

1/4»=1 ’—O”
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NEW CONCRETE SPREAD FOOTINGS, CMU BLOCK
FOUNDATION WALL AND TIMBER SILL AT PERIMETER
OF (E) STRUCTURE. FOOTING, WALL AND SILL
DECONSTRUCTION AND RE-INSTALLATION PROCEDURE
TO BE THE RESPONSIBILITY OF THE CONTRACTOR.
ANY REQUIRED SHORING OF THE STRUCTURE ABOVE,
OR SHEETING OR LAGGING REQUIRED FOR
EXCAVATION SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR. PRIOR TO COMMENCING WORK, THE
CONTRACTOR SHALL SUBMIT A WORK PLAN
INDICATING METHOD OF INSTALLATION, SEQUENCING
AND REQUIRED SHORING, LAGGING ETC. THIS
DOCUMENT MUST BE SIGNED AND SEALED BY A
LICENSED ENGINEER IN THE STATE OF
MASSACHUSETTS AND REVIEWED BY THE PROJECT
ARCHITECT AND ENGINEER OF RECORD.
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FOOTING DEPTH IS TO BE 4'—0" BELOW EXTERIOR
GRADE. FOOTINGS ARE TO BE STEPPED AT A 2:1,
HORIZONTAL TO VERTICAL RATIO WITH A MAXIMUM
STEP OF 2°-0" AT ANY ONE LOCATION.
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2x8 @ 16" o.c.
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%" DIAMETER PIPE COLUMN —
TYP (5) LOCATIONS. PROVIDE
LCC3.5-3.5 POST CAP BY
SIMPSON TO CONNECT LVL
BEAMS TO COLUMNS.
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2x8 @ 16" o.c.

FIRST FLOOR PLAN

SCALE:  1/4"=1"-0"
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(E) 2"x6” WOOD JOISTS @ 24" 0.C.
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TYP BTWN GIRDERS
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